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BASF Safety data sheet ME 00239 /F/D
Date / revised: 28.01.199%4 " version 4.00
Product: SICOVIT* AMARANTH 85 E 123 S6/55

(Print date: 29.04.1998)

1. Substance/preparation and company name

SICOVIT* AMARANTH 85 E 123

Company :

BASF Aktiengesellschaft
Unternehmensbereich Feinchemie
D-67056 Ludwigshafen

Tel.: 0621-60-0

Emergency information:
BASF works fire brigade Ludwigshafen
Tel.: 0621-60-43333 Fax: 0621-60-92664

2. Composition/information on ingredients

Chemical nature

Amaranth
azo dye
CI Acid Red 27
CI 16185

CAS-No. 915-67-3 EINECS-No. 213-022-2

3. Possible hazards

Critical hazards to man and the environment: none

4. First aid measures

General advice: Remove contaminated clothing.
If inhaled: keep patient calm, remove to fresh air
Oon skin contact: Wash with scap and water.

On contact with eyes: Wash affected eyes for at least 15 minutes
under running water with eyelids held open.

On ingestion: Rinse mouth and then drink plenty of water.

5. Fire fighting measures

Suitable extinguishing media: water, foam, dry extinguishing media

Unsuitable extinguishing media for safety reasons: carbon dioxide
(Co2)

Special protective equipment: In case of fire, wear a self contained
breathing apparatus.

Further information: Dispose of fire debris and contaminated
extinguishing water in accordance with local regulations.

6. Accidental release measures

Personal precauticns: If breathable dust is formed: Breathing
protection required.

Environmental precautions: Do not let product enter drains.

Methods for cleaning up: Sweep/shovel up.
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7. Handling and storage

Handling

Protection against fire and explosion: Ensure thorough ventilation of
stores and work areas.

Prevent electrostatic charge - sources of ignition should be kept
well clear - fire extinguishers should be kept handy.

Containers should be earthed during decanting operations.

Storage
_Keep tightly closed in a dry, cool and well-ventilated place.

8. Exposure controls and personal protection

Additional information on the layv-out of technical plant
( see 7 )

Components with workplace control parameters
none

Personal protective egquipment

Respiratory protection: If breathable dust is formed.
Hand protection: protective gloves

Eye protection: safety glasses with side-shields

General safety and hygiene measures: The usual precautions for the
handling of chemicals must be observed.

9. Physical and chemical properties

Form: powder
Colour: dark red
Odour: odourless

Flash point: >180 'C
Explosion limits:

- lower Vol.%
- upper Vol.%

Ignition temperature: not applicable
Vapour pressure: not applicable
Bulk density: 300 kg/m3 (approx.)

Solubility in water: (20 'C) 50 g/1
Solubility in other solvents: Soluble in many organic solvents.

pH value: (at 10 g/1, 20'C) 7-8
Viscosity: not applicable

Other information: none

10. Stability and reactivity
Thermal decomposition: > 120 ‘C
Hazardous reactions: dust explosion hazard

Hazardous decomposition products: none







